MK 1 BASE UNIT SPECIFICATION

Fully moulded GRP base unit including attached gallows
bracket. Made from strong rigid fibreglass, never rots or
warps, fitted in minutes. A firm foundation for any bay

window. <

(Available in three shades of white, Chocolate Brown,
Oak and Rosewood.

SZE (A B|C| D/ E|F |G

1800 BASE
INC. 1 BRACKET|2130| 210 | 150 | 330 | 50 | 530 | 20

2400 BASE
ING. 1 BRAGKET|2440| 370 | 230|330 | 50 | 650 | 20 . .
G
2800 BASE | 5950 340 | 230 | 330 | 50 | 650 | 20 F

INC. 2 BRACKET

Example: 1800 base fits with 1800 Bow Canopy, etc.

MK 2 BASE UNIT SPECIFICATION

This Mk 2 base unit has no equal. Years of research and
development has born this double sided finished GRP base
unit, moulded in one piece, no joints or seams, allowing you
to fit a base unit and window board including sill all at the

same time. Your window frames simply sit on top. o

Frames can be either faced drained or concealed drained rrame L
by packing the back edge of the frame with a bead, Fig 1. ST s
e

s

Creating a beautifully finished internal and external sill in
one step.

(Available in three shades of white, Chocolate Brown,
Oak and Rosewood.

Most products are ex-works packed, ready for dispatch.

P.U. FOAM

STEEL
BRACKET

SZE |A| B|C| D E|F

GRP COVER
1800 MK 2 BASE
INC. 1 BRACKET|2180| 30 | 150 | 330 | 40 | 510 ‘\“CKET

4
2400 MK 2 BASE
NG, 1 BRAGKeT| 2670 30 | 230( 330 | 40 | 660




